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Introduction
Thanks to the development of very powerful and 
reliable electronic control systems, in recent years a 
gasoline-ethanol operation up to E85 is possible in flex 
fuel vehicles (FFV). The engine electronic control unit 
recognizes automatically the portion of ethanol and adapts 
the parameterization of the engine calibration, respectively, 
to obtain the desired performance and emissions below 
legal limits. Information about ethanol content after each 
tank filling is provided by an Ethanol-sensor, [1] together 
with the OBD-control of the Lambda regulation, [2-4]. In 
the tested vehicle in this work we did not use an Ethanol 
sensor, but instead a PE (percentage ethanol) adaptive 
algorithm of the ECU.
Several manufacturers have introduced the FFV 
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Abstract
Using bioalcohols as a renewable energy source to substitute a part of fossil energy traffic and increasing 
the sustainability of individual transportation are important objectives in several countries. The global share 
of Bioethanol used for transportation is continuously increasing. Ethanol is a biomass-based renewable 
fuel that can be produced by alcoholic fermentation of sugar beet, sugar can, corn, and wheat (bio-ethanol), 
although petro-ethanol also exists, i.e., ethanol produced from fossil fuels. In the present tests we performed 
repeated cold starts performed with all investigated fuels, in two temperature ranges approaching 0ºC and 
20ºC and with online measurement of different legislated and non-legislated emission components. The 
investigated fuel contained ethanol (E), in the portions of 10% and 85% by volume. The investigated vehicle 
represented a newer state of technology and an emission level of Euro 5. The engine works with homogenous 
GDI concept and with 3-W-catalyst (3WC). Since there is a special concern about the particle emissions of 
gasoline cars with direct injection, the nanoparticle counts measurements were systematically performed. 
The non-legislated gaseous emissions were tested at the tailpipe with FTIR, this with special focus on NH
3
, 
HCHO (formaldehyde), and MeCHO (acetaldehyde).
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variants and published extensive information about their 
R&D and performance: GM/Saab [2-3], Toyota [4], and 
VW [5]. The durable operation with ethanol needs several 
precautions: improvements of materials and surfaces of 
parts of combustion chamber, all plastic materials having 
contact with fuel, and the fuel and injection system. 
Functions of the electronic control of the engine have to 
be adapted to consider the changing heat value of the fuel 
and different oxygen content while changing the ethanol 
portion during refueling.
The use of ethanol interferes with lube oil and causes a 
quicker degradation of lubricating and cleaning properties 
[6-8].
In long-term operation deposits are formed in the 
injectors, in the intake manifold, on the intake valves, and 
in the combustion chamber. These deposits are prevented 
by special additives to the fuel, which in turn have to be 
developed and adapted for operation with ethanol [9-10].
Cold start and especially winter cold start is more 
difficult with higher ethanol content in the fuel due to 
the narrow evaporation range. The solutions are: double-
tank-system (Brazilian market) or electrical preheating of 
engine and of the fuel system (EU & US markets) [3, 11].
Increasing the ethanol portion in fuel results in 
higher oxygen content, and the effects are similar to the 
leaning of the engine operation. The legislated CO and 
HC gaseous emissions are usually reduced [12-14]. The 
influence on NO
x
 can be different depending on the range 
of the equivalence ratio Lambda and in modern engines 
depending on the parameter setting of the ECU (first of all 
the spark timing).
The nanoparticles (NP) were previously a non-
legislated emission component, but they became an 
important research topic since the first introduction of legal 
nanoparticle count limits (Euro 5b) for DI SI passenger 
cars in EU beginning in 2013.
In this situation the NP and especially the metal oxide 
emissions from additive packages of lube oils and fuels 
become an important subject for all kinds of engines. 
Lube oil contributes to NP emissions, especially at cold 
start [15-19]. These new aspects were investigated with 
ethanol blend fuels Exx.
Investigations of particle emissions of light-duty 
vehicles (GDI and MPI) during winter cold start (in the 
range of -8ºC) revealed that most of the total exhaust 
particles were solid soot and only a small fraction were 
semi-volatile [20].
Important knowledge about soot (particle) formation 
and control “in cylinder” was contributed by experimental 
research with optical access to the combustion chamber 
[21, 22]. The portion of fuel which during the combustion 
process stays on the combustion chamber wall is 
incompletely burned and is a major source of (nano)
particles. This fuel portion can of course interact with the 
lube oil layer (on the wall) and implicate parts of lube 
oil in this incomplete combustion. The application of an 
oxygenated fuel tendentiously improves oxidation and 
partially compensates for the drawbacks of the imperfect 
mixture preparation.
Further gaseous substances, which may be present 
under certain conditions in very low concentrations in the 
exhaust gases, are considered to be potential candidates 
for future legal limitation. These non-legislated emission 
components are: ammonia (NH
3
), nitrogen dioxide (NO
2
), 
and nitrous oxide (N
2
O; also called together with NO as 
RNC … reactive nitrogen compounds), rormaldehyde 
(HCHO), and acetaldehyde (MeCHO) – all of which are 
quite easy measured and indicated with FTIR.
Production of ammonia (NH
3
) in the exhaust of 
gasoline cars with 3WC was demonstrated in [23-26], 
especially at transient operations with rich excursions of 
Lambda. The development of the catalyst washcoat, its 
oxygen storage capacity, and the dynamic accuracy of 
Lambda regulation are important tools for minimizing 
the Lambda excursions during transients, and with that 
to reduce the peaks of: NO/NO
x
 in lean and NH
3
 in rich 
deviations, [23, 27].
Nitrous oxide (N
2
O) was focused by the U.S. EPA as 
a greenhouse gas of a very high potential [28-29] and has 
started to be investigated by some researchers [25-26, 30-
31].
The aldehydes (HCHO and MeCHO) as products of an 
incomplete oxidation of alcohols are supposed to produce 
peak concentrations at cold start.
All the gaseous non-legislated components were little 
investigated in connection with E85 operation. From the 
research of the authors we can state that with a correctly 
working 3WC (at warm operation of the presented FFV 
vehicle) there are usually no measurable concentrations of 
NO
2
 and N
2
O, and the HCHO values show noise below 
1 ppm [12].
Material and Methods
The tests were performed with a new (Euro 5) flex fuel 
vehicle Volvo V60 GDI (gasoline direct injection), which 
is a reference vehicle for several projects concerning NP 
(nanoparticles < 999 nm) research from gasoline engines 
(Table 1).
The gasoline used was from the Swiss market, RON 
(research octane number) 95, according to SN EN228. For 
the tests a charge of fuel was purchased to maintain the 
unchanged chemistry.
As further variants we used ethanol blend fuels E10 and 
E85. These are respectively blends with 90% by volume 
gasoline and 10% by volume ethanol, or with 15% by 
volume gasoline and 85% by volume ethanol. The blend 
fuels were prepared on the basis of E85 purchased on the 
Swiss market. Table 2 summarizes the most important 
parameters of the fuels.
The tests were performed on a chassis dynamometer 
(Schenk 500 GS 60) with a CVS (constant volume 
sampling) system (Horiba CVS-9500 T) and with the 
exhaust gas measuring system for legislated components 
(Horiba MEXA-9400H). The non-legislated gaseous 
components were analyzed with FTIR (Fourier transform 
infrared analyzer) measuring raw emissions at the 
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tailpipe. An FTIR spectrometer (AVL SESAM) offers the 
possibility of simultaneous, time-resolved measurement 
of approx. 30 emission components, including: NO, NO
2
, 
NOx, NH
3
, N
2
O, HCN, HNCO, HCHO, MeCHO, and 
ETOH.
The presented THC results originate from the CVS 
FID (flame ionization detector) and do not involve the 
correction for ETOH content from FTIR. Nanoparticles 
were measured with SMPS (scanning mobility particle 
sizer) in three phases of the test duration and online with 
CPC (condensation particle counter) – SMPS: DMA 
(differential mobility analyzer) TSI 3081 and CPC TSI 
3772 (9.8-429 nm).
For dilution and sample preparation we used an 
ASET (system of aerosol sampling and evaporation tube) 
containing: 
 – Primary dilution air: MD19 tunable minidiluter 
(Matter Eng. MD19-2E).
 – Secondary dilution air: dilution of the primary diluted 
and thermally conditioned measuring gas on the outlet 
of evaporative tube.
 – Thermoconditioner (TC): sample heating at 300ºC.
For cold starts (CS), two ranges of start temperature 
were considered: summer cold start (20 to 25ºC, 
conditioning in the test hall), or mild winter cold start (-2 to 
4ºC, conditioning outside in the cold-weather period). For 
simplification of titles and descriptions these temperature 
ranges will be designed as 20ºC and 0ºC.
In the preliminary tests with gasoline two variants of 
cold start were investigated:
a) Cold start at idling (without chassis dynamometer).
b) Cold start with acceleration to 20 km/h and 
v = const. = 20 km on the chassis dynamometer; braking 
resistances were set according to legal prescriptions 
and they responded to the horizontal road.
It was stated after this test period that the CS on chassis 
dynamometer (with 20 km/h) does not bring any further 
information potentials, and further research was generally 
limited to the CS at idling.
The vehicle, which was conditioned outside for the 
mild winter CS, was pushed into the test hall, attached 
to the measuring systems, started, and operated in the 
conditions of the hall (intake air 20-25ºC). After the test, 
the vehicle was conditioned by driving an NEDC (new 
European driving cycle) on the chassis dynamometer.
Results and Discussion
The emission results are represented as time-courses 
during the cold start (CS) and warm-up phase until 
10 min. after start. Each configuration of CS was performed 
at least three times and the represented plots are averages 
from three attempts. The results from single days (not 
represented here) show repetitive tendencies with certain 
fluctuation of peak values. Figs 1 and 2 show gaseous 
emissions, comparing ethanol blend fuels E0/E10/E85 in 
two temperature domains of the CS: 0ºC and 20ºC.
The values of CO, HC, HCHO (formaldehyde) and 
ETOH (ethanol) have generally a strong peak in the first 
60-80 s after start. At higher start temperature (20ºC) these 
peak values are lower. For CO and HC there is no tendency 
of peak values considering the fuel quality (E0/E10/E85). 
The peak values of HCHO and of ETOH nevertheless are 
with E85 the highest.
Vehicle
Volvo V60
T4F
Engine code B4164T2
Number and arrangement of cylinder 4 / inline
Displacement cm3 1596
Power kW 132 @ 5700  rpm
Torque Nm 240 @ 1600 rpm
Injection type DI
Curb weight kg 1554
Gross vehicle weight kg 2110
Drive wheel Front-wheel drive
Gearbox a6
First registration 27.01.2012
Exhaust EURO 5a
Table 1. Data of tested vehicle.
Gasoline
Ethanol
C
2
H
5
OH
n-Butanol
C
4
H
10
O
E10 E85
Density 15ºC [g/cm3] 0.737 0.789 0.806 0.742 0.781
Stoichiometric  air/fuel ratio [-] 14.6 9.0 11.10 14.0 9.8
Lower calorific value [MJ/kg] 43.0 26.8 33.12 41.3 28.9
Oxygen content [%m] 1.7 34.8 21.6 5.0 31.2
Boiling point [°C] 30-200 78.5 118 30-200 30-200
Research octane Nbr. [-] 95 110 99 97 108
Latent heat of evaporation [kJ/kg] 420 900 343 471 832
Table 2. Parameters of used fuels.
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NH
3
 is zero at start, but it increases during the warm-
up period up to 6 ppm after 10 min. The exception is with 
E85 at 20ºC, where NH
3
 has a stronger increase (up to 
13 ppm). This is due to random conditions promoting 
NH
3
 production, like: dispersion of the engine emission 
profile, store-release effects in the exhaust system, local 
enrichment regions in the catalyst and/or heterogeneous 
heating of the catalyst. It is known from previous research 
[32] that certain NH
3
-peaks appear randomly even in 
repetitive driving conditions at warm operation.
Fig. 3 compares the nanoparticle emissions with the 
fuels E0/E10/E85 at CS in both temperature ranges 0ºC 
and 20ºC. CPC (condensation particle counter) measures 
the particle numbers of all particle sizes according to the 
PMP-guidelines. SMPS (scanning mobility particle sizer) 
measures the particle numbers in function of their size. 
The SMPS-particle size distributions were taken in 
the successive parts of the warm-up period: 1) 0-120 s, 2) 
120-300 s, and 3) 300-600 s.
The successive SMPS-scans of each CS-attempt (not 
represented here) clearly showed the lowest PC-level of 
the latest sample. The 1st sample was well repeatable and 
the PSDs in Fig. 3 are averages from three cold starts of 
the first scan (in the period 0-120 s). The CPC signals at 
0°C have a second peak after approximately 2 min. This 
is visible particularly with gasoline (E0). This peak is a 
repeatable event, and it can also be found in other emission 
courses (like N
2
O) and it is attributed to the changes 
introduced by the engine ECU in function of temperature, 
like possible catalyst heating, switching of internal EGR 
by vario cams, or heat management.
The most important information of Fig. 3 is that with 
increasing Exx-content of fuel the PN-emissions are 
significantly reduced. Also, the higher temperature of CS 
lowers the PN-values, which is clearly visible with the 
transient measuring method (CPC) and less visible with 
the quasi-stationary results (SMPS).
Fig. 4 shows production of N
2
O during the cold-start 
and warm-up phases. The peak values are considerable 
at 0ºC (up to 45 ppm with E0) and the highest peaks are 
not at start, but approximately 100 s after start (at 0ºC), 
provoked by the engine ECU. At 20ºC the peak values 
with all fuels are nearly equal (10 ppm) and approx. 60 s 
after the start. It appears that the fuel quality at 20ºC has 
no influence on the N
2
O-values. At 20ºC there are other 
maxima of N
2
O after 5-6 min. These maxima do not exist 
at 0ºC.
Fig. 1. Comparison of gaseous emissions during cold start at id-
ling with different fuels, measured with FTIR at tailpipe.
Fig. 3. Comparison of particle counts during cold start at idling 
with different fuels, measured with both systems at tailpipe.
Fig. 2. Comparison of gaseous emissions during cold start at idle 
with different fuels, measured with FTIR at tailpipe.
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Fig. 8. Integral average values of gaseous and nanoparticle emis-
sions with different fuels in the first 2 min. after cold start (0ºC 
and 20ºC) at idling.
Fig. 5. Influence of start temperature (0ºC and 20ºC) on exhaust 
emissions during cold start and warm-up at idling (example E10).
Fig. 4. N
2
O-emissions at cold start with E0/E10.
Fig. 7. Integral average values of exhaust emissions with dif-
ferent fuels in the first 2 min. after cold start (0ºC and 20ºC) at 
idling.
Fig. 6. Influence of start temperature (0ºC and 20ºC) on nanopar-
ticles during cold start and warm-up at idling (example E10).
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Figs 5 and 6 represent the influence of the cold start 
temperature as examples of some emission components 
with E10. With the lower temperature of CS there is a 
higher production of N
2
O, HCHO, ETOH, and PN (CPC). 
This statement is also valid for the other components, 
which are represented in other figures of this paper: CO, 
HC, NOx, and MeCHO.
Generally the emission level is reduced with 
progressing warm-up from part 1 to part 3. Only NH
3
 
behaves inversely and it has a tendency to increase during 
the warm-up.
Figs 7 and 8 summarize the emissions as integral 
average values in the first two minutes after CS. For CO, 
HC, and NOx the emissions are lower at the higher start 
temperature. With increasing ethanol content the NOx 
values decrease. For non-legislated gaseous components 
there is a finding of considerable increased values of 
MeCHO and HCHO with E85.
Conclusions
From the obtained results the following statements 
have to be mentioned:
With higher Ethanol content there are:
 – Higher peaks of formaldehyde (HCHO) and 
acetaldehyde (MeCHO) at start.
 – A lower increase of NH
3
 after 600 s at 0ºC and a higher 
increase of NH
3
 after 600 s at 20ºC.
 – A lower NP value, both: average of CPC-and average 
of SMPS-signals.
With increased temperature at start (20ºC instead of 
0ºC) there are:
 – Lower peaks of CO and NOx.
 – Lower peaks of MeCHO and of HCHO.
 – Lower peaks of ETOH.
 – Lower peak values of N
2
O after start.
 – Lower peaks of CPC and mostly lower SMPS PC-
concentrations.
Regarding the warm-up period in three successive 
parts with increasing temperature level of the engine it can 
be noted that generally the emission level is reduced with 
progressing warm-up from parts 1 to 3. Only NH
3
 behaves 
inversely, increasing after 540 s in some test series up to 
max. 6 ppm.
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